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FUSION 
SUSPENSION SYSTEM

TYPE:

PROJECT NAME:

A BRAND

Fusion is made from epoxy polyester powder coated aluminum and it is 
equipped with a frosted light diffuser, high efficiency LED modules and driv-
er. The lamp is suspended with galvanized steel cables with quick-adjust 
devices.
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FUSION 
SUSPENSION SYSTEM

TYPE:

PROJECT NAME:

A BRAND

Fusion is made from epoxy polyester powder coated aluminum and it is 
equipped with a frosted light diffuser, high efficiency LED modules and driv-
er. The lamp is suspended with galvanized steel cables with quick-adjust 
devices.

fuSIon

ORDERING INFO

Length Direct Indirect LED Body Finish Optic VoltageModel
L25A6-607DI 
(Direct Only)

02: 2’ 5W/FT 5W/FT 120V

04: 4’ Empty

08: 8’

16: 16’

L25A6-607DIIN 
(Direct + Indirect)

03: 3’ 7W/FT 7W/FT 277V

06: 6’

10: 10’

C: Custom

SPECIFICATIONS

Design
Slim profile pendant luminaire provides direct and or indirect lighting. Available as single modules or continous runs suitable for interior 
application where general lighting is required.

Construction
Body: Extruded aluminum profile with die-cast end caps. Diffuser: PMMA frosted acrylic. 
Mounting: Stainless steel suspension cable, clear power cable and die-cast canopy.

Light Source
High efficiency LED. 3000K /3500K /4000K 85 cri typical (min>80CRI).

Optics
General lighting optics.

Electrical
High efficiency electronic power supply, rated 100 000 hours 120-277V.

Dimming
Optional power supply compatible with 0-10V dimming. Supplied standard with 1 circuit only, but 2 circuits available upon request, with 
additional canopy.

Mounting
5’ field adjustable suspension cable, to be Installed on a standard 4” junction box.

Finish
White or black body. White, black, or gold reflector insert. The canopy is supplied white, other finishes available on demand.

Dimming
30K
(3000K)

40K 
(4000K)

35K 
(3500K)

02: Black
08: White

FD 
(Frosted)

LTE 
(Leading/
Trailing 
Edge Dim)

010V
(0-10V)
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FUSION 
SUSPENSION SYSTEM

TYPE:

PROJECT NAME:

A BRAND

TIMBER PRO LIGHT MONOEMISSIONE

W Lm (3000K)

A6-660PL.02 27 3300

A6-660PL.03 35 4400

A6-660PL.04 44 5500

A6-660PL.06 53 6600

A6-660PL.08 62 7700

A6-660PL.10 71 8800

A6-660PL.C

TIMBER PRO LIGHT BIEMISSIONE

W Lm (3000K)

A6-660PL.2.02 2x27 2x3300

A6-660PL.2.03 2x35 2x4400

A6-660PL.2.04 2x44 2x5500

A6-660PL.2.06 2x53 2x6600

A6-660PL.2.08 2x62 2x7700

A6-660PL.2.10 2x71 2x8800

A6-660PL.2.C

20
00

 m
m

A6-660PL.02

A6-660PL.03

A6-660PL.C

A6-660PL.08

A6-660PL.10

A6-660PL.04

A6-660PL.06

code

*NOTICE: add a 2mm thickness for the   
end caps at the beginning and at the    
end of the system.

60

98

20
00

 m
m

A6-660PL.2.02

A6-660PL.2.03

A6-660PL.2.C

A6-660PL.2.08

A6-660PL.2.10

A6-660PL.2.04

A6-660PL.2.06

code

60

98

*NOTICE: add a 2mm thickness for the   
end caps at the beginning and at the    
end of the system.
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®

• Design

Respecting	the	LEDology	design	core	values,	the	Pendant	is	the	most	complete	and	flexible	linear	lighting	system	of	its	
class	providing	the	lighting	specifiers	nearly	unlimited	design	possibilit ies.

For other lengths contact factory
All fixtures are supplied with five (5) feet aircraft cables as standard.

LENGTH

Pendant

SPECIFICATIONS

• Construction

Made	of	extruded	aluminum	profile	and	die-cast	end	caps,	The	System	will	maintain	its	original	integrity	through	years	of	
active	use.

• Optic

The	Ever	&	Ever	Series	is	offered	with	three	choices	of	optics	and	three	lamp	configurations.	Direct,	Indirect	or	Direct/Indi-
rect	configurations	are	available.	A	light	diffuser	or	our	unique	Dark	Light	Louver	can	be	added	depending	on	the	lighting	
objective.	Clear	diffuser	is	supplied	standard	for	indirect	light.

• Electrical & Ballast

- Dimming	&	emergency	ballasts	are	available
- Ballasts	and	wiring	are	easily	accessible
- LED	120V	only.
- LED	Power	Supply	must	be	supplied	by	LEDology	to	have	valid
warranty	unless	otherwise	approved	by	LEDology.

• Mounting

The	System	is	intented	to	be	mounted	on	4’	and	8’	center	suspension	points	to	allow	ease	of	installation	for	grid	ceiling	ap-
plications.	Track	version	is	supplied	with	one	feed	each	16’	section.

• Finish

The	EVER	AND	EVER	SERIES	is	painted	with	an	electrostatically-applied	polyester	powder	coat	ensuring	a	perfect	even-finished	
surface	that	will	maintain	its	original	appearance	for	the	life	of	the	luminaire.
All	suspension	fittings	and	canopy	are	supplied	in	white.	Other	colors	are	available	upon	request.

EVER & EVER 
SUSPENSION

WWW.LUMINARTLIGHTING.COM
A BRAND

Project name: 

Type:

LINEAR PENDANT
INDIRECT&DIRECT LED

DUE TO CONTINUOUS IMPROVEMENTS, THE INFORMATION HEREIN MAY BE CHANGED WITHOUT NOTICE.
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Photometric performance is measured at an accredited independant laboratory in accordance with IESNA LM-79.
Nominal data shown. Visit sistemalux.com for complete photometric data.
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- - - -- - -
FINISH OPTIONAL DIMMINGLENGTHMODEL VOLTAGEINDIRECT COLOR OPTIC

02 (1)

04
06
08
12
16
24

LENGTH INDIRECT COLOR

D10 -  0-10V dimming

TE - Trailing edge dimming

OPTIONAL DIMMING
SINGLE CIRCUIT ONLY (2)

01 - White

02 - Black

10 - Gray 

FINISH
30K - 3000K 

35K - 3500K 

40K - 4000K 

5W

7W

10W

-
DIRECT

DIRECT
5W

7W

10W

Empty Empty

ORDERING INFO

OPTIC
FD
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The luminaire runs can be manufactured in most lengths with 12" increments.
Contact factory for precise lengths and anchoring point details.

LENGTH

INSTALLATION OPTIONS

Standard option Alternate option (available by request)

The aircraft cable 
suspension and
clear power cable 
terminate at the 
canopy.

The aircraft cable 
suspension terminates in 
the ceiling while the 
clear power cable and 
the canopy cover can be 
located independently

ACCESSORIES (TO BE ORDERED SEPARATELY)
*for installation consult the instruction sheet

L3637 - Accessory for T-Bar Mounting (White)
  Kits of two anchors

Length # Of kits needed

Up to 8’
8’ to 24’
25’ to 40’

1
2
3

41’ to 56’
57’ to 72’

4
5

73’ to 88’ 6
89’ to 104’ 7

4⅝"
(116mm)

1½" (39mm)A

B

2'-1⅞'' 24''

6'-1⅞'' 72''

4'-1⅞'' 48''

3'-1⅞'' 36''

8'-1⅞'' 96''

12'-1⅞'' 96''+48''

16'-1⅞'' 96''+96''

24'-1⅞'' 96''+96''+96''

Nominal length Actual length
A

Anchoring points
mounting distance

B

02

06

04

03

08

12*

16*

24*

1/4"
*Note that a visible 1/4" joint is used for lengths greater than 8'.

(1) 2ft unit is only available with 1 circuit and same output for direct and indirect lighting.
(2) Supplied standard with 1 circuit only, but 2 circuits available upon request, with additional canopy.

(7
8.

74
”)

2’
24”

36”

48”

72”

96”

117”

96” 96”

3’

4’

6’

8’

10’

16’

Installation Note: Fixture is supplied with 6” x 6” driver canopy

2’

SUSPENSION CABLE DATA
Fusion comes with the following number 
of 5’ aircraft suspension cables included:

3’
4’
6’
8’
10’
16’

2
Number of Cables

2
2
2
2
2
4

FUSION PRO BIDIFFUSION

CodE W Lm (3000K)

A6-607.2.084... 2x30 2x3960

A6-607.2.112... 2x40 2x5280

A6-607.2.140... 2x50 2x6600

A6-607.2.168... 2x60 2x7920

A6-607.2.196... 2x70 2x9240

A6-607.2.224... 2x10560

A6-607.2.252... 2x11880

A6-607.2.280... 2x13200

LE001-30/100*

2x80

2x90

2x100

30° lens

/DIMM2 DALI dimmer

/DIMM3 DIM-switch dimmer

20
00

 m
m

1125*

845* A6-607.2.084

A6-607.2.112

2805* 

2525* A6-607.2.252

A6-607.2.280

2245*  

1965* A6-607.2.196

A6-607.2.224

1685*

1405* A6-607.2.140

A6-607.2.168

mm code

32

91

*NOTICE: add 1,8mm thickness for the end caps to the   
beginning and the end of the system.
   Product code/T=1 end cap
    Product code/TT=2 end caps

FUSION PRO LIGHT BIDIFFUSION

CodE W Lm (3000K)

A6-606.2.084... 2x27 2x3300

A6-606.2.112... 2x35 2x4400

A6-606.2.140... 2x44 2x5500

A6-606.2.168... 2x53 2x6600

A6-606.2.196... 2x62 2x7700

A6-606.2.224... 2x71 2x8800

A6-606.2.252... 2x80 2x9900

A6-606.2.280... 2x11000

LE001-30/100*

2x88

30° lens

/DIMM2 DALI dimmer

/DIMM3 DIM-switch dimmer

20
00

 m
m

1125*

845* A6-606.2.084

A6-606.2.112

2805* 

2525* A6-606.2.252

A6-606.2.280

2245*  

1965* A6-606.2.196

A6-606.2.224

1685*

1405* A6-606.2.140

A6-606.2.168

mm code

32

91 *NOTICE: add 1,8 mm thickness for the end caps to 
  the beginning and the end of the system.
   Product code/T=1 end cap
    Product code/TT=2 end caps

IP

CRI

EEI

⇩70°

⇧120°

40

>80

RG

08 Satin white

A++

TC 3000K / 4000K

0

(30° on request)
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00
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(3
.5

8”
)

(1.25”)


