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Penta reserves the right to change the specifications of its products. For the latest information, please refer to pentalight.com 

Certification

Pendant lamps with metal structure in glossy or matt finishes: 
gold, rose gold and graphite. Available with open or close ring, in 
two sizes, large or mini. structure. 

Daniel Debiasi & Federico Sandri
2018

Clip

Suspension

Indoor

Metal  

Mini open
1707-22

ø18 cm

19
 c

m

1707-22

230V 50/60Hz

7W - 3000K

850lm

On demand

Metal finishes

Matt / Glossy graphite

Matt / Glossy gold

Matt / Glossy rose gold
Canopy                   
1707-91

Wire

3,
5 

cm

ø11,5 cm 20
0 

cm
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Clip

1707-21

Indoor

230V 50/60Hz

7W - 3000K

850lm

Mini closed
1707-21

ø18 cm

19
 c

m

Canopy                 
1707-91

Wire

3,
5 

cm

ø11,5 cm 20
0 

cm

Pendant lamps with metal structure in glossy or matt finishes: 
gold, rose gold and graphite. Available with open or close ring, in 
two sizes, large or mini. structure. 

Suspension

Metal  

On demand

Metal finishes

Matt / Glossy graphite

Matt / Glossy gold

Matt / Glossy rose gold
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Certification

1707-24

Daniel Debiasi & Federico Sandri
2018

Clip

230V 50/60Hz

16W - 3000K

1900lm

Indoor

Large open
1707-24

ø 40 cm

28
 c

m

Canopy                 
1707-90

Wire

7 
cm

ø13.5 cm 20
0 

cm

Pendant lamps with metal structure in glossy or matt finishes: 
gold, rose gold and graphite. Available with open or close ring, in 
two sizes, large or mini. structure. 

Suspension

Metal  

On demand

Metal finishes

Matt / Glossy graphite

Matt / Glossy gold

Matt / Glossy rose gold
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1707-23

Daniel Debiasi & Federico Sandri
2018

Clip

230V 50/60Hz

16W - 3000K

1900lm

Indoor

Large closed
1707-23

ø 40 cm

28
 c

m

Rosone                   
1707-90

Cavo

7 
cm

ø13.5 cm 20
0 

cm

Pendant lamps with metal structure in glossy or matt finishes: 
gold, rose gold and graphite. Available with open or close ring, in 
two sizes, large or mini. structure. 

Suspension

Metal  

On demand

Metal finishes

Matt / Glossy graphite

Matt / Glossy gold

Matt / Glossy rose gold
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